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and the maximum potential flow rate, 
as defined in sections 2.1.2.1 and 2.1.4.1 
of appendix A to part 75 of this chapter. 

(3) For a disapproved moisture moni-
toring system and disapproved diluent 
gas monitoring system, respectively, 
the minimum potential moisture per-
centage and either the maximum po-
tential CO2 concentration or the min-
imum potential O2 concentration (as 
applicable), as defined in sections 2.1.5, 
2.1.3.1, and 2.1.3.2 of appendix A to part 
75 of this chapter. 

(4) For a disapproved fuel flowmeter 
system, the maximum potential fuel 
flow rate, as defined in section 2.4.2.1 of 
appendix D to part 75 of this chapter. 

(5) For a disapproved excepted NOX 
monitoring system under appendix E to 
part 75 of this chapter, the fuel-specific 
maximum potential NOX emission rate, 
as defined in ( 72.2 of this chapter. 

(B) The CAIR designated representa-
tive shall submit a notification of cer-
tification retest dates and a new cer-
tification application in accordance 
with paragraphs (d)(3)(i) and (ii) of this 
section. 

(C) The owner or operator shall re-
peat all certification tests or other re-
quirements that were failed by the 
monitoring system, as indicated in the 
Administrator’s notice of disapproval, 
no later than 30 unit operating days 
after the date of issuance of the notice 
of disapproval. 

(e) Initial certification and recertifi-
cation procedures for units using the low 
mass emission excepted methodology 
under § 75.19 of this chapter. The owner 
or operator of a unit qualified to use 
the low mass emissions (LME) excepted 
methodology under § 75.19 of this chap-
ter shall meet the applicable certifi-
cation and recertification require-
ments in §§ 75.19(a)(2) and 75.20(h) of 
this chapter. If the owner or operator 
of such a unit elects to certify a fuel 
flowmeter system for heat input deter-
mination, the owner or operator shall 
also meet the certification and recer-
tification requirements in § 75.20(g) of 
this chapter. 

(f) Certification/recertification proce-
dures for alternative monitoring systems. 
The CAIR designated representative of 
each unit for which the owner or oper-
ator intends to use an alternative mon-
itoring system approved by the Admin-

istrator under subpart E of part 75 of 
this chapter shall comply with the ap-
plicable notification and application 
procedures of § 75.20(f) of this chapter. 

[65 FR 2727, Jan 18, 2000, as amended at 71 FR 
74795, Dec. 13, 2006] 

§ 97.372 Out of control periods. 
(a) Whenever any monitoring system 

fails to meet the quality-assurance and 
quality-control requirements or data 
validation requirements of part 75 of 
this chapter, data shall be substituted 
using the applicable missing data pro-
cedures in subpart D or subpart H of, or 
appendix D or appendix E to, part 75 of 
this chapter. 

(b) Audit decertification. Whenever 
both an audit of a monitoring system 
and a review of the initial certification 
or recertification application reveal 
that any monitoring system should not 
have been certified or recertified be-
cause it did not meet a particular per-
formance specification or other re-
quirement under § 97.371 or the applica-
ble provisions of part 75 of this chapter, 
both at the time of the initial certifi-
cation or recertification application 
submission and at the time of the 
audit, the Administrator will issue a 
notice of disapproval of the certifi-
cation status of such monitoring sys-
tem. For the purposes of this para-
graph, an audit shall be either a field 
audit or an audit of any information 
submitted to the permitting authority 
or the Administrator. By issuing the 
notice of disapproval, the Adminis-
trator revokes prospectively the cer-
tification status of the monitoring sys-
tem. The data measured and recorded 
by the monitoring system shall not be 
considered valid quality-assured data 
from the date of issuance of the notifi-
cation of the revoked certification sta-
tus until the date and time that the 
owner or operator completes subse-
quently approved initial certification 
or recertification tests for the moni-
toring system. The owner or operator 
shall follow the applicable initial cer-
tification or recertification procedures 
in § 97.371 for each disapproved moni-
toring system. 

§ 97.373 Notifications. 
The CAIR designated representative 

for a CAIR NOX Ozone Season unit 
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